
FEATURES

PAR56 40W DIM.

■   Suitable to replace 300W halogen     

■   Dimmable with forward and reverse phase controls*   
  
■   Multi optic lens design provides even light distribution   
   
■   CRI 90+ produces rich and vibrant colors     

■   High candela output up to 34,000cd     

■   Spot, Narrow, Flood beam angles

■   Delivers Flicker Free Light (<1% flicker)
      
■   Compact size 1:1 halogen form factor     

■   Suitable for damp locations and totally enclosed fixtures

■   Fixture operating temperature:  -4°F to 95°F (-20°C to 35°C)

■   Lamp ambient temperature: -4°F to 113°F (-20°C to 45°C)    
  
■   Rated Lifetime (L70): 50,000hrs      

HIGH CRI

LED TECHNOLOGY
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SPECIFICATIONS
Product Model Wattage

(W)
CCT Lumens Efficacy

(LPW)
CBCP

(cd)
Input

Voltage
Beam
Angle Dim.*

Power
Factor

(typ.)
CRI Base Fixture

RatingEquiv.

* This lamp might not be compatible with all dimmers. Please visit www.greencreative.com for compatibility information.                

Where xxx means 824-965 which indicates CRI and color temperature
Where yyyy means beam angle  

Model

40PAR56DIM/xxxyyyy

Base 

GX16d

MOL  

4-7/16"

Weight

1.98lb

Dia.

7"

M
O

L

Dia.

04
06

21

www.greencreative.com - info@greencreative.com - Tel / Fax: (866) 774-5433 -     / GREENCREATIVELED       / GClightingLED        / GREEN-CREATIVE An ILLUMUS Brand www.greencreative.com - info@greencreative.com - Tel / Fax: (866) 774-5433 -     / GREENCREATIVELED       / GClightingLED        / GREEN-CREATIVE An ILLUMUS Brand 

FLICKER FREE



ILLUMINANCE & CANDELA DISTRIBUTIOIN

PAR56 40W DIM.
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* This lamp might not be compatible with all dimmers. Please visit www.greencreative.com for compatibility information.                

For other CCT use the following multiplier: 2700K .98

Note: All rights reserved. All sizes and specifications are subject to change at any time without notice.
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